CLASS A1 420 and 500 WATT

A B [

Maximum Maximum  Light Nominal Average
Diag. Lamp Bulb Qwerall Centre Lumens Filamant Life Special Operating
No. Rel. Valts Watts Diameter Lnnmh Lom;lh ;.mm Base FormationHours  Featuras Position

== @E___

555:&5

116 135 125 P2bs
#t A1j7  240/250 500 33 136 B56+06 114 P28s
§2° Ai/8 116 500 66 135 555105 115 P2Bs
437 A1j8  240/250 500 BB 136 55605 11 P28s
a4 A1/1BD 240/250 500 38 30.7 =1 4 G17n

Al ,"2&5 2401'250

LAMP INFORMATION ON RED BACKGROUND INDICATES THAT THE LAMP OPERATES ON THE TUNGSTEN HALOGEN PRINCIPLE

SPECIAL FEATURES

Obscured Lop

Foscod coaling necossary, Maximum buib
wiall Lemgorature S00°C

Oftsot lilamant

Solid source lilamant

Imternal integral alumvinised minoe
Internal integral dicheodc minnod

Silverod bulls

Due to incorporated miror namanal
lumens not shown

I Minimum bulb wall temperaturs 350°C

J Paad bulh

M.,
A1F268 is not interchangsable with the A1/241,
AV 205 00 A1180

All dimensions are shown in mm.

TommMoOH Ok

<c-shnowo ZEr=

External integial aluminsed mirg
Externalintegral dichroic minod
Internal praximity reflector
Tungsten Halogen equivalant available see
paged

Linsar overhead projector lamg

A or 4 amp H.B_ C. luts necossany
5 or 6 amp H.B.C. luse nocessary
Gor 7 amp H.B.C luse necossary
10 amp H B.C. luse nocazeary
Opalised bulb

Satinelched bulb

Rellector photoliood

* DELETED FROM RANGE. AVAILABLE WHILST STOCKS LAST,

1 MINTMUM PRODUCTION QUANTITY.

W Rellector phatospol

X Light outpul moasuredin conlre baam
candles

¥ Clags CP and T Halogen lamps requin
separato HBC, fuse in tha circuil, see
instruction leallat in the canon for
individual lamg requireniants

Z  Highet lumens apply o low vollago lamps

Dual voliags lamps aro indicaled by oblique

n.g. 240/250

Lamp ratings stepped at 10 vall ane indicated by
acommae g. 240, 250

"




l It

E— T -

gttty

S

Egg;;:l IE:«:::ii

\ HHH =]
ALk

funny

4

<[l
[P
KARRF
L

=




