Photographic lamps, Class P1

P11 Photoflood —— . .__L

P1/6 Reflector photoficod |

P1/12 1000W mains voltage tungsten
halogen lamp

CLASS P1 PHOTOGRAPHIC LAMPS FOR MONOCHROME AND COLOUR FILM BALANCED FOR 3400K
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- Maxpip ' Max
Max, proluber-  Mominal Clear- Average
Lamp Max. Overall ancefrom Contact ance Nominal Life Special
Ref. Volts Wait Dia. Length bulbaxis Length Length Lumens Base Hours Features
PI/E 30 250 12 80 10-2 7J48:16 783 2000 Double ended R7s 12 A
PIN 240/250 275 O 1086 — — - H300 BC B22d 3 BD
P11 240/260 275 ©B1 110 = - 8300 ESE27s 3 B0
Pi/6__ 240/260 375 97 13356 — e 13000 BCB22d a BEFH
#1/8 210/260 a/6 87 13 —  — - 13000 ESEZ27s 4 BEFH
P2 240/260 HOD A2 1645 - = THO00 RCB22d i Be
P1/2  2A0/260 60O 82 166 — —  —  1bno0  ESEZfs [ Be
P1/3 120 6b0 16 B0 K 74916 783 21000 Doubloentdud R7s 18 A
1713 240/350 660 28 65 = . - 20000 2 Pin Ceramic G635 16 “ABI
P1/11  240/250 BOD 15 B0 114 74916 783 24500 Doubleonded A7s 12 ABK
P1/12 240/250 1000 12 127 102 121716 1251 33000 Doublocnded Ris 15 ADK
P1/16  240/250 1000 28 65 — — 32000 2 Pin Coramic GB35 2. ABE
P1/18 240/250 1250 12 127 02 ~ 121-7:16 1257 39000 Doubleended R7s 15 ABL
P1/19 240/250 1250 28 75 —— — 40000 7 Pin Coramic G635 5 ABL

AjJl dimensions in mm




